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Gysmi 135

เคร�องเช�อมไฟฟา DC 130 Amp ยี ่หอ GYS

กระแสไฟเช�อม :

ความสามารถในการทำงาน :

แรงดันไฟ :

กระแสไฟเขาสูงสุด :

ความถี่ :

แรงดันไฟขณะไมเช�อม :

ขนาดลวดเช�อม :

น้ำหนัก (kg.) :

ขนาด (mm.) :

MMA -TIG LIFT ARC 

>10 130A -O electrodes 1.6 > 3.2 mm 

Direct Current welding 

Single phase 230V-16A

10-130

60%@115A

1ph-230 Volt

16 KVA

50Hz/60Hz

80

1.6-3.2 mm.

6.4

410x150x320

The GYSMI 135 offers deceptive performance from 

such a small product: it is highly effective with rutile, 

basic, stainless steel and cast iron electrodes.

- NVERTER welding machine with micro processorcontrol. 

- Digital display and electronic control through touchpad:

- MMA: The welding arc dynamic is revolutionary and unique in its 

category as in addition to Arc Force and Anti Sticking, this product 

also offers an adjustable Hot Start.

- TIG LIFT-ARC: The GYSMI 135 MICRO CONTROLLER TIG lift Arc

feature makes, TIG ignition much easier.

- The product is also designed to work with power generators, and

to compensate for power supply variatione (+/-15%)

- The product is delivered in a plastic case and with accessories:

earth clamp and electred holder.


